
sq. yards tons tons gals.

4+00.00

14+09.81 14+19.81 10.00 RAILROAD CROSSING

15+34.20 1,134.20 1,134.20 A-LINE 3,249 726 917 5.8 371 3,721 TYP. NO. 6

26+37.02 30+52.39 415.37 415.37 B-LINE 1,200 260 2.2 129 TYP. NO. 1

30+52.39 30+72.39 20.00 20.00 B-LINE 61 13 2 0.1 7 9 TRANS. TYP. NO. 1 TO TYP. NO. 2

30+72.39 41+05.00 1,032.61 1,032.61 B-LINE 3,325 729 242 5.9 361 909 TYP. NO. 2

41+05.00 41+25.00 20.00 20.00 B-LINE 64 14 4 0.1 7 17 TRANS. TYP. NO. 2 TO TYP. NO. 3

41+25.00 45+30.00 405.00 405.00 B-LINE 1,304 283 82 2.3 142 328 TYP. NO. 3

45+30.00 45+50.00 20.00 20.00 B-LINE 64 14 4 0.1 7 17 TRANS. TYP. NO. 3 TO TYP. NO. 2

45+50.00 53+00.00 750.00 750.00 B-LINE 2,415 530 176 4.3 263 660 TYP. NO. 2

53+00.00 59+94.49 694.49 694.49 B-LINE 2,236 497 617 4.0 250 2,528 TYP. NO. 4

ADDITIONAL SURFACING 870 912 797 1.5 403 3,637

4,491.67 4,491.67 ~ 10.00 14,788 3,978 2,841 600 26.3 1,940 11,826

SURFACING

STATION

linear feet

FOR

AGGREGATE

REMARKS
CRUSHED 

AGG. 

COURSE

TRAFFIC 

GRAVEL

BITUMINOUS MATERIAL
sq. yards

GROSS NET + -

cu. yards

COVER

TYPE 1

COMM. MIX 

PG 58H-34

EMULSIFIED 

ASPHALT

CRS-2P

EMULSIFIED 

ASPHALT 

TACK

AGG.

TREAT.

FROM TO

TOTAL



SEE THIS EXAMPLE FOR: SCRUB SEAL

tons gals.

30+00.00 50+56.00 2,056.00 2,056.00 11,658 11,658 1,213 20.8 20.8 576 TYP. NO. 1

50+56.00 52+97.00 241.00 241.00 1,353 1,353 141 2.4 2.4 68 TRANS. TYP. NO. 1 TO TYP. NO. 2

52+97.00 53+34.00 37.00 37.00 206 214 22 0.4 0.4 11 TYP. NO. 3

53+34.00 54+06.00 72.00 72.00 400 408 42 0.7 0.7 20 TYP. NO. 4

54+06.00 55+78.00 172.00 172.00 843 853 88 1.5 1.5 43 TYP. NO. 5

55+78.00 57+04.00 126.00 126.00 476 490 50 0.9 0.8 24 TYP. NO. 6

57+04.00 60+12.00 308.00 308.00 1,164 1,232 124 2.2 2.1 62 TYP. NO. 7

ADDITIONAL SURFACING 6,064 5,990 632 10.6 10.7 303

3,012.00 3,012.00 ~ ~ 22,164 22,198 2,312 39.5 39.4 1,106

SURFACING

STATION

linear feet

FOR

AGGREGATE BITUMINOUS MATERIAL

REMARKS
SCUB SEAL 

EMULSION

EMULSIFIED 

ASPHALT 

TACK

FROM TO

TOTAL

sq. yards

COVER

TYPE 1

(SCRUB SEAL)

GROSS NET + -

tons

COVER

TYPE 1 

(STANDARD)

COMM. MIX 

PG 58H-34

EMULSIFIED 

ASPHALT

CRS-2P


